
 

 

 
 
 

Zoom H4N 
 

 
 
Features 
 

• 44.1, 48 and 96 kHz (ksps) recording at 16- or 24-bits as WAV files. 
• MP3 recording from 48kbps to 320bps. 
• Built-in speaker. 
• Programmable auto recording start and auto end. 
• Two-second pre-recording. 
• Battery, USB or AC-adapter power. 
• Stereo or four-channel recording. 
• Multitrack mode to record individual channels.  
• Phantom power (off, 24V and 48V). 

 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 
 

 
 

1. Inserting and removing SD card 

 
To install the SD Card: 

1. Make sure the Power is OFF. 
2. Insert SD card into the slot. 

 
 
 

To remove the SD Card: 
1. Make sure the Power is OFF. 
2. Insert SD card into the slot. 

 
 
 
 
 
 

2. Powering on and off the device 

 
 
 
 
 
 

To power on and off the 
recorder, pull the switch to 
the left and hold until you 
see the Zoom logo appear 
on the screen. 



 

 

 
 

 

3. Factory Reset 



 

 

 
 

 
4. Formatting the SD card 

 



 

 

 
 

 
5. Recording Settings 

 
 

Record Setting: WAV48kHz / 24bit 
 
 
 
 
 
 
 
 
 
 



 

 

 

6. Device Modes 

 
 

Note: You can quickly check the current mode by referring to 
the MODE Indicator lights. 

 
 



 

 

 



 

 

 
 

6. Built-in Microphone 

 
 
 

 
 
 
 
 
 



 

 

 
 

 
7. Playback 

 
 

 



 

 

 
 

 
8. Connecting Shotgun Mic 

- Connect the external microphone in one of the input as 
shown, make sure to choose Phantom power. 

 

 
 
 

 
 



 

 

 
 

 
9. Setting up Phantom Power in Zoom H4n 

 
 
 
 
 
 
 
 
 
 
 

Phantom Power +48V 
should be enabled/turned-
on when using Shotgun 
Microphones. 

 
 
 
 
 



	
	
	

	

 

 
10. Recording 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Press REC once and it 
will blink, allowing you 
to check audio levels 
before recording. 

 
Press REC again 
to start 
recording. 

	


